




Gigabit Ethernet Ports 1xLAN + 7xLAN/WAN Combo

RAM DDR3 8 GB

Storage 240 GB

USB / VGA Port 2/1 Port

Form Factor 1U 

Dimensions (mm) - (HxWxD)        44x360x270

Weight (Kg)   5

Color Orange / Black

Power Supply 230V AC 3-Pin

Input Voltage 100-240V/50-60Hz

Consumption 90W

Total Heat Dissipation (BTU) 180

Operating Temperature 0-45 o
C

Storage Temperature 2-70
oC

Relative Humidity (NC) 10 to 90%

Regulatory Compliance FCC Part 15, Class B, CE

HS5200-Prime Octa-1000-H-Y
8 Port device includes AAA hotspot License & HW Warranty subscription upto 1000 concurrent users with “H” Varient and “Y” Support. 

Y = Subscription years options : 1 Year or 3 Years or 5 Years

Ordering Information
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Technical Specifi cation - HS5200 PRIME OCTA 1000

Tacitine products come with direct OEM 24/7 support by 

trained Professionals for product confi guration and support. 

TAS helps customer  on  security best practices, make the 

network better performance and more reliable.

Tacitine Assured Support
Tacitine Consulting Pvt Ltd, 
6/1, 1st Main, Behind Kodava Samaj, 
Vasanth Nagar, Bangalore – 560 052.
sales@tacitine.com
India | USA | Middle East | South East Asia

Storage

PARAMETERS

1. Auto MAC binding - upto 5 devices per user level
2. No internet access without Authentication for both wired and wireless network
3. Department based Authentication options - Can de�ne students should login only from con�gured department WiFi access points only
4. Time frames based bandwidth options, 1:1 bandwidth, no idle bandwidth wastage - During college hours low bandwidth to hostel and vice versa
5. Self User Creation by students with admin controlled account enablement
6. Change password on �rst login
7. option to con�gure and control - students to use their own device in hostel but allowed from any machine in college lab network
8. Scalability - both on device and user creation level
9. Hos, Lab based bandwidh option, Department wise group login control and bandwidth control, Day / Night plan support 

Additional Features


